GIRAF'E Stainless Steel Wire Mesh

GIRAFE has a wide range of stainless steel wire mesh solutions with different type of weaves and stainless
steel materials. The most common types are those with hook strips fixed on two sides of the screen
section, called either End Tensioning or Side Tensioning Screens. For special Vibrating Screens there are
screen sections with reinforced edges on all four sides. In addition, there are screen sections mounted on
rectangular or round frames using rubber balls or other sieving aids.

The great variety of available vibrating screens necessitates "tailor-made" screen sections: hook strips,
notches, overlaps, reinforced sides, integrated polyurethane strips and many other special requirements,
all of which we are able to supply.

We can deliver round screens with complete frame and mesh. We can also re-screen used or damaged
frames.

Apertures and Open Area
With any given aperture the wire diameter determines the open are and hence the screening capacity of
the screen. The thinner the wire diameter, the higher the open area and potential screening capacity.

However, a wire of too thin wire diameter may reduce the service life of the screen section. It is therefore
important to find a suitable compromise between the open area and the service life.

For fine screening we recommend a screen section with two layers, where the screening layer is
reinforced by a support layer.

Industry Users
® Petrochemical ¢ Steel mills ¢ Construction ¢ Quarrying/mining ® Transport ¢ Cranes

¢ Food and drink packaging ® Conveyors e Bottling and canning ¢ Offshore ¢ Pharmaceuticals

MACHINERY & INDUSTRIAL SUPPLIES SDN BHD (24972-v)
19, Jalan Dua, Off Jalan Chan Sow Lin, 55200 Kuala Lumpur
Tel: +603-92219898 / Fax: +603-92217878 / Email: enquiry@smis.com.my




MACHINERY & INDUSTRIAL SUPPLIES SDN BHD (24972-v)

STAINLESS STEEL WIRE MESH

MESH WIRE DIAMETER OPENING OPEN AREA MESH WIRE DIAMETER OPENING OPEN AREA
(MMm) (MMm) (%) (MM) (MM) (%)
2 No.12 / 2.60 10.10 63.2 28 No.28 / 0.35 0.56 37.8
No.14 /2.00 10.70 71.1 No.30/0.30 0.61 44.9
No.16 / 1.60 11.10 76.4 No.32/0.26 0.65 51.0
No.18 /1.20 11.50 82.1 No.34/0.22 0.69 57.5
3 No.12 / 2.60 5.87 48.0 30 No.30/0.30 0.55 41.9
No.14 /2.00 6.47 58.4 No.31/0.28 0.57 45.0
No.16 / 1.60 6.87 65.8 No.32/0.26 0.59 48.2
No.18 /1.20 7.27 73.6 No.33/0.24 0.61 51.6
4 No.15/1.80 4.55 51.4 40 No.32/0.26 0.38 35.3
No.16 / 1.60 4.75 56.0 No.33/0.24 0.40 39.1
No.18 /1.20 5.15 65.8 No.34/0.22 0.42 43.0
No.20/0.90 5.45 73.6 No.35/0.20 0.44 47.3
5 No.15/1.80 3.28 41.7 50 No.33/0.24 0.27 28.0
No.16 / 1.60 3.48 46.9 No.34/0.22 0.29 32.4
No.18 /1.20 3.88 58.4 No.35/0.20 0.31 37.4
No.20/0.90 4.18 67.7 No.36/0.18 0.33 41.9
6 No.16 / 1.60 2.63 38.7 60 No.35/0.20 0.22 27.5
No.18 /1.20 3.03 51.3 No.36/0.18 0.24 32.6
No.20/0.90 3.33 61.9 No.37/0.17 0.25 34.9
No.22 /0.70 3.53 69.7 No.38 /0.15 0.27 41.1
7 No.18 /1.20 2.43 44.8 70 No.37/0.17 0.19 27.4
No.19 /1.00 2.58 50.6 No.38 /0.15 0.21 33.8
No.20/0.90 2.73 56.6 No.39/0.13 0.23 40.4
No.22 /0.70 2.93 65.1 No.40/0.12 0.24 44.1
8 No.18 /1.20 1.98 38.8 80 No.38 /0.15 0.16 27.2
No.20/0.90 2.28 51.4 No.39/0.13 0.18 34.2
No.21/0.80 2.38 56.0 No.40/0.12 0.19 37.9
No.22 /0.70 2.48 60.8 No.41/0.11 0.20 42.0
10 No.21/0.80 1.74 46.9 90 No.39/0.13 0.15 28.3
No.22 /0.70 1.84 52.4 No.40/0.12 0.16 32.1
No.23/0.62 1.92 57.2 No.41/0.11 0.17 36.4
No.24 / 0.55 1.99 61.3 No.42 /0.10 0.18 40.7
12 No.22 /0.70 1.42 44.9 100 No.40/0.12 0.13 27.0
No.23 /0.62 1.5 50.1 No.41/0.11 0.14 31.2
No.24 / 0.55 1.57 54.9 No.42 /0.10 0.15 35.8
No.25/0.50 1.62 58.4 No.43 /0.09 0.16 41.2
14 No.22 /0.70 1.11 37.6 120 No.42 /0.10 0.11 26.9
No.24 / 0.55 1.26 48.1 No.43 /0.09 0.12 32.6
No.26 / 0.45 1.36 56.4 No.44 /0.08 0.13 38.2
No.28 / 0.35 1.46 65.1 No.45 / 0.07 0.14 44.2
16 No.25/0.50 1.09 47.1 150 No.44 /0.08 0.088 27.1
No.26 / 0.45 1.14 51.4 No.45 / 0.07 0.098 33.6
No.28 /0.35 1.24 60.8 No.46 / 0.06 0.108 40.8
No.30/0.30 1.29 65.8 200 No.47 /0.051 0.076 35.8
18 No.25/0.50 0.91 41.6 No.48 /0.041 0.086 45.8
No.26 / 0.45 0.96 46.4 250 No.47 /0.051 0.051 25.0
No.28 /0.35 1.06 56.6 No.48 /0.041 0.061 35.8
No.30/0.30 1.11 61.9 300 No.48 /0.041 0.076 26.8
20 No.25/0.50 0.77 36.7 No.49 /0.030 0.086 41.9
No.26 / 0.45 0.82 41.7 350 No.49 /0.030 0.076 34.7
No.28 /0.35 0.92 52.4 No.50 / 0.025 0.086 43.3
No.30/0.30 0.97 58.4 400 No.49 /0.030 0.034 28.2
24 No.26 / 0.45 0.61 33.1 No.50/ 0.025 0.039 37.1
No.27 / 0.40 0.66 38.8
No.28 /0.35 0.71 44.9
No.30/0.30 0.76 51.4

Note: WOVEN TYPE - PLAIN/TWILLED WEAVE is Standard. For other types, please request.
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